Tech process : C03 Part : CHASSIS (DUAL LAYERS)

Substrate : STEEL /l\ Remark : NONE

Treatement grade: Sa2)%: - SP-10 Coating process: DUAL LAYERS (two coats)

S246 Basic Information
Family : EPOXY READY FOR USE PRIMER | Thinner: Hardener \ Linker:
Article Code Color : BLACK $982 STANDARD S946 STANDARD
SBEPS246GSI9004 | Compatibility : ICROMIX PASTES “S” SERIES
Blend converter + paste : 1000+10 g\Kg
Family : EPOXY READY FOR USE Thinner: Hardener \ Linker:
Article Code Color : WHITE $982 STANDARD S946 STANDARD
SBEPS246GSI9010 |Compatibility : ICROMIX PASTES “S” SERIES
Blend converter + paste : 1000+10 g\Kg
S430 Basic Information
Family : ACRYLIC CONVERTER Thinner: Hardener \ Linker:
Article Code Color : NEUTRAL 5939 SLOW 5963 STANDARD
SBAYS430GS00000 | Compatibility : ICROMIX PASTES “S” SERIES 5901 STANDARD 5985 SLOW
Blend converter + paste : 650+350 g\Kg 5932 FAST 5944 FAST
. Family : ACRYLIC CONVERTER
Article Code
Color : WHITE
SBAYS430GS99999
Compatibility : ICROMIX PASTES “S” SERIES
Blend converter + paste : 980 + 20 g\Kg
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